In this work, novel cellulosic fibers are extracted from Washingtonia Filifera (WF) plant using an environment friendly technique. Morphological, physico-chemical, thermal and mechanical properties are reported in this paper. Micro graphical SEM shows the presence of cells in the fiber. FTIR and XRD experimental analyzes show a cristinality index of 48.88%, and the WF fibers are found to be thermally stable until 201°C by using TGA and DTG thermo graphic analyzes with an appropriate activation energy of 72.46 kJ/mol, where Young modulus and tensile strength of strain were determined using tensile tests of single fiber at 2.17 GPa, 134 MPa and 26.55%, respectively. Mechanical properties are analyzed using a statistical method.
Introduction
Nowadays, the usage of natural fibers as reinforcement in polymer matrix based composites is the subject of interest of many researchers around the globe mainly due to climate change concerns, greenhouse effect, deforestation, non-degradable waste in addition to air and water pollution that are becoming the main preoccupations of the entire humanity (Ishak et al., 2013) . Natural fibers have many advantages that made them attractive with respect to synthetic fibers such as their lightweight, disponibility (Guo et al., 2013) , their renewable aspect, biodegradability, non-corrosive aspect, their high specific module, high rigidity, ecological nature in addition to their low cost (Jawaid et al., 2011) . These are the main reasons for the usage of vegetable cellulosic fibers in industrial applications. Such properties of natural fibers when used as reinforcement in composite materials have attracted the attention of many research works (Liu et al., 2018; Baskaran el at., 2018; Aliha et al., 2017) . The fibers of vegetables include tow fibers or solid fibers, seeds, fruits, wood, straw and other herbal fibers. Firstly, existing classical natural fibers such as cassava (Teixeira et al., 2009) , chanvre (Keller, 2013) , lin (Thomason, 2008) , Diss (Mustapha et al., 2016) , Banana (Ibrahim et al., 2010) , etc. are found. With the continuity of the technological development of composite materials, researchers have discovered 138 novel fibers in the nature that have the same advantages such as Native African Napier Grass (Reddy et al., 2018) , Furcraea foetida , Aegle marmelos (Sandeep et al., 2017) . Natural fibers are considered as natural composites composed mainly of cellulose fibrils (fibers) incorporated in the lignin matrix (resin). This cellulosic fibrils are aligned along the fiber regardless of its origin, e.g. if it is extracted from the bark or stem, from leaves or fruits (Suryanto et al., 2013) . Several recent studies were done on the subject of novel lignocellulosic fibers. Morphological characterization, physic-chemical properties, mechanical and thermal such as, Cactus (Bouakba et al., 2013) , Dichrostachys Cinerea (Baskaran et al., 2018) and Arundo donax L leaf fibers (Scalici et al., 2016) .
The objective of this work is the introduction of a novel fiber extracted from the vegetable Washingtonia Filifera (WF), which have been the subject of few physico-chemical and mechanical characterizations for the purpose of the development of bio-composite materials reinforced by this fiber. Its response and characteristics are compared with other lignocellulosic fibers existing in the literature. To the extent knowledge of the authors, the reinforcement of bio-composite materials using lignocellulosic fiber is proposed for the first time. For this purpose, morphological and physic-chemical characteristics of WF fibers are examined using scanning electronic microscope (SEM), X-ray diffraction (XRD) and fourier-transform infrared spectroscopy (FTIR). Furthermore, mechanical characterizations for tensile test of the WF fibers are executed. Finally, results are processed using statistical analysis with two Weibull parameters. 
Experimental techniques

Materials
Washingtonia Filifera fibers
Washingtonia Filifera, petticoat palm or California palm, is a palm species (Arecaceae familly) belonging to the family Washingtonia. Its origins are from the Sounth-West of the USA (California, south-west of Arizona) and north-west of Mexico, where it is developed in colonies, in the canyons of arid regions. This type of petticoat palm grows to 23m in height, and it is widely grown in the forest located in the region of Skikda (Algeria). Firstly, the fibers are easily extracted manually and immersed in distilled water for cleaning the surface of the fiber (see Fig. 1 ). Next, the fibers are stored in a hot air oven for 24 hours at 105°C to remove moisture.
Density of fiber
We use a water pycnometer that has been thoroughly cleaned and wiped. This pycnometer is filled to the mark with water permuted at 20°C, and the weight of the pycnometer filled with water is noted M3.We drain about half of the water in the pycnometer. A mass of 5g of clay powder noted M4 is introduced in the pycnometer. We fill the remaining volume of the pycnometer (containing the clay powder) with permuted water to the mark by adjusting with a syringe. After resetting the scale, we weigh the all and note the mass M5. The Eq. (1) gives the value of the density.
with:
to analyze the density on the WF fiber, it is observed that the greatest deformation of the order of 26.55 ± 8.24% was obtained for the microfibril angle and 41° and almost like the study carried by (Beakou et al. 2008 ) who finds that the micro angle fibers 40°, In this context (Azwa et al., 2013) reported that the greatest ductility is provided by the larger angles.
Thermo-physicochemical characterization 2.3.1 Optical and scanning electron microscopy
The diameter of the single W. Filifera fibers is observed using ZEISS optical microscope equipped with a Moticam 2500 camera digitally controlled by Motic Images Plus V2.0 image processing program. The fibers revealed variation in diameter throughout its length as shown in Fig.1(e ). Ten measurements have been taken all along the fiber in different places. The apparent cross-sectional area of each fiber is then calculated from the mean fiber diameter considered a circular. This method, as it was considered a reasonable approximation to study of the natural fibers. The surface of the single W. Filifera fiber, and cross-section were analyzed using a JSM-7600F scanning electron microscope (SEM). To make the fibers and yarns conductive, the samples were sputter-coated with a thin layer of gold. The SEM image was operated at an accelerating voltage of 10 kV, as shown in Fig. 5 .
Fourier-transform infrared Spectroscopy (FTIR)
FTIR test is carried out using Shimadzu FTIR-8400S spectrum and its quantitative analysis software. The infrared spectroscopy technique allows the determination of the chemical nature of the analyzed product by identifying some absorption bands present in the spectrum. The vegetable fibers samples are measured on this equipment in a KBr matrix with a scan rate of 32 acquisitions between 500 and 4000 cm -1 and a resolution of 2 cm -1 .
X-ray diffraction (XRD)
X-ray diffraction measurements are performed on Ultima IV Multipurpose X-Ray Diffractometer XRD, using the spectral line Cu-Kα with a wavelength λ= 1.54056 Å. The X-ray source is a ceramic tube provided with a copper anode and powered by a 40kV voltage and an intensity of 40 mA. The spectrum is recorded between 10° and 30°, each scan is performed with a step of 0.18°.
Thermogravimetric analysis (TGA)
In our study, the thermal analysis namely Thermogravimetry (TG) is performed on a Perkin Elmer TGA-7 with a heating rate of 10°C/min in a nitrogen atmosphere (N2), and for that of cooling is 20 140°C /min. The samples were tested in a range between 20°C and 450°C. The masses of the samples used in this work vary from 10-15mg with flow rate 60mL.min -1 . The sample is placed in an Al2O3.
.Mechanical characterization 2.4.1. Tensile testing
Due to the variability of vegetable fibers, more than 30 fiber bundles were selected and tested on Zwick/Roell 005Z machine, this machine is equipped with a 5kN force sensor and an integrated linear sensor for the measurement of the displacement of the cross. The machine is controlled by Test expert II software which allows recording the results on a test report. Quasi-static tensile tests on WF cellulosic fibers are tested with a gauge length (GL) of 40 mm according to ASTM D3822-07. These tests were carried out at an ambient temperature of 26°C, and a hygrometry of approximately 55% with a constant speed of 1mm/min. The tests are conducted according to ASTM D638 for the tensile tests.
Results and discussions
SEM analysis
In the testing of the Micrography (SEM), Figure 2 (a-d) shows the morphology of WF fibers. Fig. 2 (a, b) shows a longitudinal view of the fiber which presents a non-degraded rough surface suitable for good bonding with the matrix polymer. 
Fourier Transform Infrared Spectroscopy
An infrared spectroscopy study is carried out to study the influence of different media on the chemical composition of the fibers. The functions most frequently encountered in the study of polysaccharides by infrared spectrometry are shown in Table 1 . The infrared spectrum of washingtonia Filifera fibers are given in Fig. 3(a) . 
The spectrum band at 3340 cm -1 represents the stretching vibration of O-H bonds of cellulose and hemicellulose for the cellulosic materials and it has been shown by deconvolution that this zone represents the hydrogen bonds of the inter and intra molecular network of cellulose as well as the free hydroxyl groups of hemicelluloses. The peak at 2917 cm -1 represents the macromolecular interactions of cellulose and hemicellulose and the presence of water in the fibers (Cotugno et al., 2001) . Characteristic wave number of the lignin is located at 1650 cm -1 is assigned to the vibration and flexion of the water molecule (Fiore et al., 2014 ; Belouadah et al., 2015) . The peak 142 at 1438 cm -1 characteristic of the carboxyl functions of the pectins constituting the middle lamella (Belouadah et al., 2015; Sgriccia et al., 2008) are also affected by water absorption. The peak at 1031 cm -1 is attributed to the C-OH stretch of lignin Liu et al. 2008 ). The peak 514 cm -1 represents the flexion of (C-OH) ( Belouadah et al., 2015; Rosa et al., 2010) .
XRD Analysis
The WF corresponding spectrum shows five well defined peaks at the following angles: 2θ =14.46°, 18.12° et 22.67°, 26.05° as shown in Fig. 3(b) . The observation of a major crystalline peak of the diffraction angle 14.46° corresponding to the plane (1 1 0) (Dai et al., 2009) , the angles 18.12° , 22.67° and 26.05° represent the planes (1 1 0) (0 0 2) (0 0 4) respectively, which corresponds to the planar crystallographic family of cellulose (Saravanakumar et al.,2013) . The crystallinity index (CrI) of the natural fibers WF is calculated according to the Segal empirical method developed by (Segal et al., 1959) by using the following Eq. (2):
where I002 is the maximum diffraction intensity and to calculate the size of the crystallites ( ) using Scherrer equation 3 (Troedec et al., 2008; Saravanakumar et al., 2013) :
Crystallinity index (CrI) of washingtonia Filifera fiber is calculated by Eq. (2), is 48.88%, compared with other cellulosic fibers, the CrI of the WF fiber is high that that found in the, L. spartum 46.19% (Belouadah et al., 2017) and also Grewia Tilifolia (41,7%) (Jayaramudu et al., 2010) , the date palm (38.5%) (Abdal-hay et al. 2012), but is lower than that found in Althaea officinalis L. (68%) (Sarikanat et al, 2012 ) Sansevieria cylindrica (60%) (Sreenivasan et al., 2011) ehrenbergii (52.27%) (Sathishkumar, 2013) . The size of crystallite ( ) of the WF fiber is 2.55 nm was calculated by Eq. (3) in the first crystalline peak. This value is high compared to Pergularia Tomentosa L. 2.41nm (Sakji 2016) but lower than Cissus quadrangularis stem 3.91nm (Indran & Raj, 2015) and Furcraea foetida 28.36 nm .
Thermal properties
The thermal degradation for the TG and DTG curves for the WF fiber are shown in Fig. 3(c) . The first mass losses were observed are (4.75%) and (3.09%) were recorded between 116 °C et 213 °C related to the decomposition of hemicellulose and glycosidic bonds of cellulose (Indran and Raj 2015) , while the polymerization of hemicelluloses for Dichrostachys Cinerea fiber recorded between 226°C and 284°C (Baskaran et al., 2018) , hemicelluloses and pectins for other fibers would be degraded between 250°C and 320°C (Fiore et al., 2014 ; Yang et al., 2007) , the decomposition of hemicelluloses, glycosidic bonds of cellulose was recorded between 220°C and 307°C (Belouadah et al. 2015) . The third loss of weight (33.25%) between the temperature 322°C and 385°C is related to the degradation of cellulose as reported by many studies in the literature the fact that cellulose will degrade between 300 and 420C° (Fiore et al., 2014; Yang et al., 2007) . For some authors the lignins would decompose around 200°C (Joseph et al. 2003 ) and beyond 400°C (Rosa et al., 2010) . This analysis shows that the washingtonia fiber is stable up to about (201°C) but other fibers like the arundo leaf fiber is stable up to about (210°C) (Scalici et al., 2016) and artichaut (230°C) (Fiore et al., 2011) . In addition, the maximum temperature for the WF fiber is about 322°C and 385°C, respectively, the thermal stability of the fiber is lower. However the percentage of residual mass found at 450°C was about 3.48% and 28.66 % respectively.
Another important parameter in the evaluation of the thermal stability of the WF fiber is the activation energy. The latter can be calculated by the method of Broido (Broido, 1969) using the following equation:
where y is the normalized weight (wo / wt), wo is the initial weight and wt is the weight at any instant t, Ea is the apparent activation energy, R is the gas universal constant (8.314 J / mol K), while T is the absolute temperature in Kelvin, K is constant. The apparent activation energy (Ea) calculated from the curve of (ln [ln (1 / y)]) versus (1 / T) is 72.46 kJ / mol ( Fig. 3 (d) ). This value is closer to those obtained from the thermal analysis of other natural fibers such as: Lygeum spartum L (68.44 kJ / mol) (Belouadah et al.,2015) , c quadrangularis (74.18 kJ / mol) (Indran et al. 2014) , P juliflora (76.72 kJ / mol) (Saravanakumar et al., 2013) . The comparison between the thermal analysis parameters of the WF fiber (TS = 201°C, Td = 350°C, RW% = 28.66(450°C)) and other natural fiber fibers as Lygeums partum (TS=220°C Td=338.7°C, RW%=23.51(600°C)) (Belouadah et al., 2015) , Manicaria (TS=220°C, Td=300-370°C, RW%=23(600°C)) (Porras et al., 2016) , Prosopis juliflora bark (TS=217°C Td=331.1°C, RW%=21.88(1000°C)) (Saravanakumar et al., 2013) . As TS is the maximum temperature stability, Td is the maximum temperature decomposition, RW is the residual mass.
Tensile properties of WF
The stress-strain curve (Fig. 4(a) ) obtained from the static tensile tests of W. Filifera fibers, shows that they have a mechanical behavior. This behavior is characterized by an elastic linear region (e = 1%) with a very high slope followed by a nonlinear transition zone and finally by a practically linear behavior, but with a slope much lower than that of the first zone, until the abrupt rupture of the fiber. It is also important to point out that the second phase (non-linear transition zone) is sometimes characterized by discontinuities that correspond to the breakage of some microfibrils for some tested samples (Bessadok et al., 2008) interprets the appearance of these curves as the behavior of a hard material. But on the other hand, other lignocellulosic fibers represented in Table 2 show that there is a different behavior, for example, Furcraea foetida by , Artisdita hystrix by (Kathiresan et al., 2016) . The WF fibers are tested under static tension, under the same conditions. Fig.  4(b) represents the distribution of the mechanical properties namely the stress and strain at break and the Young's modulus. It is clear that there is a significant dispersion in the results, this dispersion may be mainly related to several factors that affect the fiber: test conditions and parameters, plant characteristics, and fiber section measurement. With regard to the characteristics of the plant, the factors that may affect the mechanical behavior are: source of the plant, age, fiber extraction mechanisms and presence of defects in the fibers.
The results of the mechanical properties as a function of the diameter of the plant fibers studied in this work (Figs. 5 (a) , 5(b) and 5(c)) are characterized by dispersions which are on one hand due to the origin of their location in the plant and also the methods of extraction of these fibers. In other words, the fibers do not have the same dimensions all along the blade, that is to say that the dimensions of the fibers are greater at the foot of the blade relative to its head and this is function of the maturation of the plant. Plots 5a, 5b and 5c may be plotted in another way as shown in Fig. 5 to show the tensile properties of the different WF fibers as a function of measurement length (LM). Tensile tests of a single plant fiber are difficult to achieve because of the very small diameter (of the order of 0.3 mm) and to analyze because of the large recorded dispersion. This variability can be explained by the distribution of defects in the fiber or on the surface of the fiber (Silva et al., 2008) and it is therefore necessary to use statistical approaches. where x, s and m are all real positives, s being the threshold that represent an average value of the parameter x and m is the shape parameter or the Weibull module. Fig. 5 shows the variation of the average mechanical properties, tensile strength and strain at failure, respectively, as function of the mean values of the Young's modulus. The linear model of prediction gives a level of confidence equal to 95% (5% error) for the different series of tests performed in this work. The relationship between Young's modulus and breaking stress ( Fig. 5(b, c) ) is that when the stress increases, Young's modulus decreases. Similarly, for the strain as function of Young's modulus (Fig. 5(c) ).
Conclusions
In this paper, the properties of a new lignocellulosic fiber extracted from the Washingtonia Filifera. (WF) plant were studied in order to evaluate the possibility of using it as reinforcement in composite biomaterials. The following conclusions were drawn from the results of the physicochemical, mechanical and thermal characterization of this new natural fiber.
 XRD analysis showed the semi-crystalline nature of the WF fiber.  The FTIR spectrum bands obtained for the WF fiber were analyzed and compared to those reported in the literature for other lignocellulosic fibers.  Crystallinity index (CrI) of Washingtonia Filifera fiber is 48.88%, compared with other cellulosic fibers. Crystallite size of WF fiber is 2.55 nm in the first lens peak.  Thermogravimetric analysis of the WF fiber has shown a thermal stability up to 201°C, which confirms the possibility of its use as reinforcement for composite materials.  The mechanical properties resulting from the monotonic tensile tests carried out on the WF fibers give a strength modulus of 134 ± 83 MPa, a strain at break of 26.55 ± 8.24% and Young's modulus of 2.17 ± 1.05 GPa, and show that these values are globally similar, to other plant fibers.  The analysis of the results of the tensile tests showed that the manufacturing characteristics estimated by LS-Weibull with 2 parameters are close to those obtained experimentally.
